NOTES:

SHIP GLIDE ASSEMBLIES LOOSE
SHOWN IN ASSEMBLY POSITION FOR REFERENCE ONLY

1. FORFILLING INSTRUCTIONS, SEE WORK INSTRUCTION WI_G310
2. FOR ASSEMBLY INSTRUCTIONS, SEE WORK INSTRUCTION WI_G335
3. FORTESTING OF FINAL ASSEMBLY, SEE WORK INSTRUCTION WI_G309

|4E-D1A-XX-S REV: - |
ITEM NO 4E-D1A-06-S/QTY | 4E-D1A-08-S/QTY | 4E-D1A-10-S/QTY | 4E-D1A-12-S/QTY | 4E-D1A-14-S/QTY | 4E-D1A-16-S/QTY PART NO DESCRIPTION
1 1 1 1 1 1 1 DH-07000 GEARMOTOR,DYNA-LIFT,PIN,110VAC
2 1 - - - - - DP-10003-06 PUMP ASSY,4 POST,06" STROKE
2 - 1 - - - DP-10003-08 PUMP ASSY,4 POST,08" STROKE
2 - 1 - - DP-10003-10 PUMP ASSY,4 POST,10" STROKE
2 - - 1 - - DP-10003-12 PUMP ASSY,4 POST,12" STROKE
2 - - - - 1 - DP-10003-14 PUMP ASSY,4 POST,14" STROKE
2 - - - - - 1 DP-10003-16 PUMP ASSY,4 POST,16" STROKE
3 1 1 1 1 1 1 DH-07600 COUPLING,2,4&1000# 6POST UNITS
4 1 1 1 1 1 1 DH-06004 PIN,SPRING,5/32X1LG,ZINC PLATE
5 1 1 1 1 1 1 DH-07100 BRACKET,MOTOR MOUNTING,2&4POST
6 1 1 1 1 1 1 DH-07200 PLATE,BASE,PUMP&MOTOR
7 2 2 2 2 2 2 DH-07400 BRACKET,MOUNTING,SIDES,2&4POST
8 1 1 1 1 1 1 DH-07500 BRACKET,ANGLE,2 & 4 POST PUMPS
9 7 7 7 7 7 7 07749 SCREW,F.HD.SOC.CAP,1/4-20X 3/4
10 4 4 4 4 4 4 DH-05301 SCREW,FLAT HD CAP,1/4-20X1
11 3 3 3 3 3 3 17067 SCREW,HHC,1/4-20X3 1/4,#8
12 1 1 1 1 1 1 07936 SCREW,HHC,1/4-20X3,GRADES8,ZINC
13 8 8 8 8 8 8 07795 WASHER,LOCK,1/4"
14 8 8 8 8 8 8 07742 NUT,HEX,1/4-20
15 2 2 2 2 2 2 07897 SCREW,SCKT BTTN HD CAP,1/4X3/8
16 1 1 1 1 1 1 DH-07701 COUPLING GUARD,4&1000# 6 POST
17 4 - - DC-15000-06 CYL & D HOUSING ASSY,STD
17 - 4 - - - - DC-15000-08 CYL & D HOUSING ASSY,STD
17 - - 4 - - - DC-15000-10 CYL & D HOUSING ASSY,STD
17 - - 4 - - DC-15000-12 CYL & D HOUSING ASSY,STD
17 - - - - 4 - DC-15000-14 CYL & D HOUSING ASSY,STD
- - - 4 DC-15000-16 CYL & D HOUSING ASSY,STD
8 8 8 8 DH-04100 FITTING,3/16TUBEX1/8NPTM,BRASS
8 8 8 8 DH-04500 NUT&SLEEVE,3/16SEMI-RIGID TUBE
35 35 35 35 DH-04600 TUBING,3/160D,.039 WALL THCK
4 4 4 4 DH-17200 GLIDE ASSY,STD W/ PAD
1 1 1 1 DH-06001 PIN,SLOTTED SPRING,1/8X3/4LG
1 1 1 1 DH-08400 SWITCH ASSY,ROCKER,RJ45 CONNEC
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